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Research and Special Programs Administration, DOT § 195.2

195.1 Applicability.

* * * * *

(b)* * *
(3) Transportation of non-HVL through

low-stress pipelines, except for any pipeline
or pipeline segment that is located—

(i) In an onshore area other than a rural
area;

(ii) Offshore; or
(iii) In a waterway that is navigable in fact

and currently used for commercial naviga-
tion;

* * * * *

§ 195.2 Definitions.
As used in this part—
Administrator means the Adminis-

trator of the Research and Special Pro-
grams Administration or any person to
whom authority in the matter con-
cerned has been delegated by the Sec-
retary of Transportation.

Barrel means a unit of measurement
equal to 42 U.S. standard gallons.

Breakout tank means a tank used to
(a) relieve surges in a hazardous liquid
pipeline system or (b) receive and store
hazardous liquid transported by a pipe-
line for reinjection and continued
transportation by pipeline.

Carbon dioxide means a fluid consist-
ing of more than 90 percent carbon di-
oxide molecules compressed to a super-
critical state.

Component means any part of a pipe-
line which may be subjected to pump
pressure including, but not limited to,
pipe, valves, elbows, tees, flanges, and
closures.

Corrosive product means ‘‘corrosive
material’’ as defined by § 173.136 Class
8–Definitions of this chapter.

Exposed pipeline means a pipeline
where the top of the pipe is protruding
above the seabed in water less than 15
feet deep, as measured from the mean
low water.

Flammable product means ‘‘flammable
liquid’’ as defined by § 173.120 Class 3–
Definitions of this chapter.

Gathering line means a pipeline 219.1
mm (85⁄8 in) or less nominal outside di-
ameter that transports petroleum from
a production facility.

Gulf of Mexico and its inlets means the
waters from the mean high water mark
of the coast of the Gulf of Mexico and
its inlets open to the sea (excluding

rivers, tidal marshes, lakes, and ca-
nals) seaward to include the territorial
sea and Outer Continental Shelf to a
depth of 15 feet, as measured from the
mean low water.

Hazard to navigation means, for the
purpose of this part, a pipeline where
the top of the pipe is less than 12
inches below the seabed in water less
than 15 feet deep, as measured from the
mean low water.

Hazardous liquid means petroleum,
petroleum products, or anhydrous am-
monia.

Highly volatile liquid or HVL means a
hazardous liquid which will form a
vapor cloud when released to the at-
mosphere and which has a vapor pres-
sure exceeding 276 kPa (40 psia) at 37.8°
C (100° F).

In-plant piping system means piping
that is located on the grounds of a
plant and used to transfer hazardous
liquid or carbon dioxide between plant
facilities or between plant facilities
and a pipeline or other mode of trans-
portation, not including any device and
associated piping that are necessary to
control pressure in the pipeline under
§ 195.406(b).

Interstate pipeline means a pipeline or
that part of a pipeline that is used in
the transportation of hazardous liquids
or carbon dioxide in interstate or for-
eign commerce.

Intrastate pipeline means a pipeline or
that part of a pipeline to which this
part applies that is not an interstate
pipeline.

Line section means a continuous run
of pipe between adjacent pressure pump
stations, between a pressure pump sta-
tion and terminal or breakout tanks,
between a pressure pump station and a
block valve, or between adjacent block
valves.

Low-stress pipeline means a hazardous
liquid pipeline that is operated in its
entirety at a stress level of 20 percent
or less of the specified minimum yield
strength of the line pipe.

Nominal wall thickness means the wall
thickness listed in the pipe specifica-
tions.

Offshore means beyond the line of or-
dinary low water along that portion of
the coast of the United States that is
in direct contact with the open seas
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and beyond the line marking the sea-
ward limit of inland waters.

Operator means a person who owns or
operates pipeline facilities.

Person means any individual, firm,
joint venture, partnership, corporation,
association, State, municipality, coop-
erative association, or joint stock asso-
ciation, and includes any trustee, re-
ceiver, assignee, or personal represent-
ative thereof.

Petroleum means crude oil, conden-
sate, natural gasoline, natural gas liq-
uids, and liquefied petroleum gas.

Petroleum product means flammable,
toxic, or corrosive products obtained
from distilling and processing of crude
oil, unfinished oils, natural gas liquids,
blend stocks and other miscellaneous
hydrocarbon compounds.

Pipe or line pipe means a tube, usu-
ally cylindrical, through which a haz-
ardous liquid or carbon dioxide flows
from one point to another.

Pipeline or pipeline system means all
parts of a pipeline facility through
which a hazardous liquid or carbon di-
oxide moves in transportation, includ-
ing, but not limited to, line pipe,
valves, and other appurtenances con-
nected to line pipe, pumping units, fab-
ricated assemblies associated with
pumping units, metering and delivery
stations and fabricated assemblies
therein, and breakout tanks.

Pipeline facility means new and exist-
ing pipe, rights-of-way and any equip-
ment, facility, or building used in the
transportation of hazardous liquids or
carbon dioxide.

Production facility means piping or
equipment used in the production, ex-
traction, recovery, lifting, stabiliza-
tion, separation or treating of petro-
leum or carbon dioxide, or associated
storage or measurement. (To be a pro-
duction facility under this definition,
piping or equipment must be used in
the process of extracting petroleum or
carbon dioxide from the ground or from
facilities where CO2 is produced, and
preparing it for transportation by pipe-
line. This includes piping between
treatment plants which extract carbon
dioxide, and facilities utilized for the
injection of carbon dioxide for recovery
operations.)

Rural area means outside the limits
of any incorporated or unincorpated

city, town, village, or any other des-
ignated residential or commercial area
such as a subdivision, a business or
shopping center, or community devel-
opment.

Specified minimum yield strength
means the minimum yield strength, ex-
pressed in pounds per square inch, pre-
scribed by the specification under
which the material is purchased from
the manufacturer.

Stress level means the level of tangen-
tial or hoop stress, usually expressed as
a percentage of specified minimum
yield strength.

Surge pressure means pressure pro-
duced by a change in velocity of the
moving stream that results from shut-
ting down a pump station or pumping
unit, closure of a valve, or any other
blockage of the moving stream.

Toxic product means ‘‘poisonous ma-
terial’’ as defined by § 173.132 Class 6,
Division 6.1–Definitions of this chapter.

[Amdt. 195–22, 46 FR 38360, July 27, 1981; 47
FR 32721, July 29, 1982, as amended by Amdt.
195–33, 50 FR 15898, Apr. 23, 1985; 50 FR 38660,
Sept. 24, 1985; Amdt. 195–36, 51 FR 15007, Apr.
22, 1986; Amdt. 195–45, 56 FR 26925, June 12,
1991; Amdt. 195–47, 56 FR 63771, Dec. 5, 1991;
Amdt. 195–50, 59 FR 17281, Apr. 12, 1994; Amdt.
195–52, 59 FR 33395, 33396, June 28, 1994; Amdt.
195–53, 59 FR 35471, July 12, 1994]

§ 195.3 Matter incorporated by ref-
erence.

(a) Any document or portion thereof
incorporated by reference in this part
is included in this part as though it
were printed in full. When only a por-
tion of a document is referenced, then
this part incorporates only that ref-
erenced portion of the document and
the remainder is not incorporated. Ap-
plicable editions are listed in para-
graph (c) of this section in parentheses
following the title of the referenced
material. Earlier editions listed in pre-
vious editions of this section may be
used for components manufactured, de-
signed, or installed in accordance with
those earlier editions at the time they
were listed. The user must refer to the
appropriate previous edition of 49 CFR
for a listing of the earlier editions.

(b) All incorporated materials are
available for inspection in the Re-
search and Special Programs Adminis-
tration, 400 Seventh Street, SW., Wash-
ington, DC, and at the Office of the
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